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APLIKACIJE
Ventilatori serije DUCT-SO su posebno dizajnirani da dobiju scenski 
efekat „vetra“ u televizijskim i bioskopskim studijima za naduvavanje 
reklamnih rukava ili balona, za stvaranje zaštitnih vazdušnih zavesa 
za one koji rade u blizini izvora toplote (pećnice, užarene površine, 
itd.), za sušenje zidova tokom građevinskih radova. Mogu se pomerati
ili prevlačiti bilo gde i orijentisati pod različitim uglovima zahvaljujući 
fiksiranju kutije za ventilator sa ručnim točkovima.

DOMET
Serija se sastoji od 8 modela prečnika od 310 do 700 mm.

KARAKTERISTIKE
Ekstremna kompaktnost jedinice motor-ventilator omogućava da se 
dobije proizvod koji je mnogo lakši, lakši za rukovanje i uravnotežen 
od verzija sa tradicionalnim motorima.
Savršeno podešavanje broja obrtaja verzija sa jednofaznim motorom 
omogućava prilagođavanje performansi potreba za korišćenjem.

KONSTRUKCIJA
– Transporter i postolje od čeličnog lima zaštićenog 

epoksidnopoliesterskom bojom. Prirubnice veličine prema UNI 
UNI EN ISO 13351 / Tab.1. 

– Radno kolo visokih performansi sa lopaticama od aeroprofila, sa 
promenljivim uglom nagiba u tehnopolimeru i glavčinom u livenje 
aluminijuma. Balansiranje prema UNI ISO 21940-11 standardima 

– Asinhroni elektromotor sa naizmeničnom strujom, trofazni ili 
monofazni sa termo zaštitom, podesiva brzina, IP 55 zaštita, Cl F 
izolacija, S1 servis. 

– Eksterna priključna kutija, povezana sa motorom, postavljena 
spolja na transporter. 

– Izvedba 5 (direktna spojnica sa konzolnim radnim kolom). 
– Cevasti postolje sa ručnim točkovima za određivanje pozicije 

lansiranja. 
– Zaštitne mreže sa strane motora i radnog kola izrađene prema 

UNI EN ISO 12499 standardima. 

TEHNIČKE SPECIFIKACIJE 
DUCT -SO STANDARD 
– Vazduh koji se prenosi: čist ili malo prašnjav, neabrazivan. 
– Temperatura transportovanog vazduha: -20 ° C / + 50 ° C. 
– Napon napajanja: 
   Trofazna verzija (T) 400V-3Ph. 
   Monofazna verzija (M) 230V-1Ph. 
– Frekvencija: 50Hz. 
– Eksterni terminalni blok. 
– Protok vazduha od motora do radnog kola, položaj A (FMG). 

PRIBOR
– Usisni usnik (IN). 
– Regulatori brzine (SR) fiksirani direktno na kućište. 
– Servisni prekidač (SW). 

NA ZAHTEV 
– Verzije sa radnim kolom sa noževima od livenog aluminijuma. 

APPLICATIONS 
DUCT-SO line has been 
designed to attein the 
“wind” effect in TV and MOVIES studios, to blow sleeves 
advertising balloons or to create air curtains to protect people 
working near sources (ovens, incandescent surfaces, etc.), for 
drying walls during construction work. 
These fans may be dislocated and dragged anywhere since they 
are stood on a pedestal and oriented with different slopes thanks 
to the fixing of the ventilation casing by means of hand wheels. 

RANGE 
This line consists of 8 sizes with impeller diameter from 310 up to 
700 mm. 

ADVANTAGES 
The extreme compactness of the motor-impeller assembly allows 
to obtain a product well slighter, manageable and stable than the 
versions with traditional IEC motors. 
The perfect adjustability of the RPM in the mono-phase 
versions consents to fit the performances to the requirements. 

CONSTRUCTION 
– Casing in steel sheet epoxy coated. Fixing flanges designed 

according to UNI EN ISO 13351/Tab.1. 
– Impeller with high efficiency airfoil blades in plastic material 

and hub in die-cast aluminum alloy, variable pitch angle. 
Balancing according to UNI ISO 21940-11. 

– Asynchronous electric motor three or single phase with 
thermal protection, speed adjustable, protection IP 55, Class F 
insulated, service S1. 

– External terminal box, connected to the motor, placed outside 
on the fan casing. 

– Arrangement 5 (impeller directly coupled to motor  shaft). 
– Pedestal in tubolar with hand-wheels to determine the throw 

position. 
– Protections grids impeller and motor side manufactured in 

accordance with UNI EN ISO 12499. 

TECHNICAL SPECIFICATIONS 
DUCT-SO STANDARD 
– Conveyed air: clean, not abrasive. 
– Temperature of conveyed air: -20°C / +50°C. 
– Voltage: 

three phase version (T) 400V-3Ph . 
single phase version (M) 230V-1Ph. 

– Frequency: 50Hz. 
– Outer terminal box. 
– Air flow from motor to impeller: position A (FMG). 

ACCESSORIES 
– Inlet nozzle (IN). 
– Speed regulator (SR) directly fitted on the casing. 
– Service switch (SW). 

ON REQUEST 
– Versions with die-cast aluminum blades. 

DUCT-SO 
"TRANSPORTABILNI" I "PODESIVI" 
IMPULSNI AKSIJALNI VENTILATOR 
“PORTABLE” AND “ADJUSTABLE” IMPULSE 
AXIAL FAN 
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DUCT-SO 
PERFORMANSE - PERFORMANCES 1 MM H2O= 9,8 PA 

Tolerancije: aerodinamičke performanse i buka su unutar 

tolerancija navedenih u DIN 24166, klasa 2.

TOLERANCES: performances and sound power levels within the 

tolerances allowed by the DIN 24166 standard for Class 2. 

4 POLA / POLES (1400 RPM) 
MONOFAZNO / SINGLE-PHASE (1Ph-230V 50Hz) 

Modello 
Model 

Brzina protoka- 
Flow rate (m3/h) 

Pm 
(kW) 

In max 
(A) 

Lp 
(dB(A) 

314 M 2.300 0,09 0,8 50 
354 M 3.500 0,09 0,8 54 
404 M 6.000 0,18 1,7 55 
454 M 7.000 0,25 2,2 58 
504 M 8.500 0,25 2,3 62 
564 M 11.500 0,55 3,8 69 

4 POLA / POLES (1400 RPM) 
TROFAZNO / THREE-PHASE (3Ph400V 50Hz) 

  Model
Model 

Brzina protoka- 
Flow rate (m3/h) 

Pm 
(kW) 

In max 
(A) 

Lp 
(dB(A) 

314 T 2.300 0,09 0,5 50 
354 T 3.500 0,09 0,5 54 
404 T 6.000 0,18 0,75 55 
454 T 7.000 0,25 1,1 58 
504 T 9.000 0,35 1,5 62 
564 T 11.500 0,55 1,6 69 
634 T 13.500 0,74 2,2 72 
714 T 17.000 1,1 2,6 73 

DUCT-SO 
DIMENZIJE - DIMENSIONS 

Dimenzije u mm - Dimensions in mm 
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  Model
Model ØA B C D H kg 

31 320 640 480 660 460 15 
35 360 640 520 680 460 16 
40 410 640 590 700 460 21 
45 460 640 640 730 460 22 

  Model
Model ØA B C D H kg 

50 510 870 690 1015 720 30 
56 570 870 750 1045 720 36 
63 640 870 820 1080 720 38 
71 710 870 900 1120 720 41 

– 1 Ventilator (vedi duct-s)
         - Fan (see DUCT-S) 
– 2 Mreža - Grids 
– 3 Ručni točkovi - Hand    

wheelers 
– 4 Piedestal - Pedestal 

Dimenzionalne tolerancije u ± 5 mm - Dimensional tolerances ± 5 mm 


