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OPIS
Zajednička karakteristika električnih panela QEA je stepenasta 
regulacija brzine transformatora koja garantuje optimalnu 
regulaciju. Kontrolni moduli su MPU i digitalni radi lakšeg 
korišćenja. Širok spektar parametara regulacije omogućava 
prilagođavanje postrojenja koje treba kontrolisati.
Električni paneli QEA se isporučuju sa senzorom za detekciju 
temperature, pogodnim za povezivanje sa standardnim bipolarnim 
kablom za velike udaljenosti.

UPOTREBA 
Detekcijom temperature, modul omogućava automatsko pokretanje 
ventilatora. Praćenje i podešavanje temperature, sa rezolucijom od 
0,1 stepena Celzijusa, omogućavaju ispravnu termičku kontrolu.

KONSTRUKCIJA
Kućište od čeličnog lima obojenog epoksidnom smolom ili 
polikarbonata (QEA-M 3A). 
Električni paneli QEA su u skladu sa CEI 17-13/1 EN60439 
normama i imaju CE oznaku.

Dvostruki sloj, rebrasti na gornjem delu (IP22) za hlađenje transformatora, 
zatvoren na donjem delu (IP44).

UPOZORENJE: kod napona 230V, trofazni, uzmite u obzir da se apsorpcija 
povećava za faktor 1,73, stoga navedite u vašoj porudžbini napon 230V 
trofazni.

Double skin, finned on the upper part (IP22) for the cooling of the 
transformers, closed on the lower part (IP44). 
WARNING: with voltage 230V, 3 phase consider that the absorptions 
increases for a factor of 1,73 therefore specify in your order the voltage 
230V 3-phase. 
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QEA 
ELEKTRIČNI PLANOVI ZA DIFUZORE

ELECTRIC PANELS FOR DIFFUSERS 

DIMENSIONI E CARATTERISTICHE TECNICHE - DIMENSIONS TECHNICAL DATA 

DESCRIPTION 
The common characteristic of the electric panels QEA is the step graduated 
transformer speed regulation that guarantees an optimal regulation. The 
control modules are MPU and digital for ease of use. 
The wideness of the regulation parameters allows the customising of the plant 
to be controlled. 
The electric panels QEA are supplied with feeler for detecting the temperature, 
suitable for connection to standard bipolar cable for long distance. 

USE 
By detecting the temperature the module provides the automatic starting of 
the fan. The monitoring and setting of the temperature, with resolution 0,1 
degree C, allow a correct thermal control. 

CONSTRUCTION 
Box in epoxy painted steel sheet or polycarbonate (QEA-M 3A). The electric 
panels QEA are in according to CEI 17-13/1 EN60439 norms and CE marked. 

Model
Model QEA-M 3A QEA-M 10A QEA-M 16A QEA-T 2A QEA-T 4A QEA-T 6A QEA-T  10A QEA-T 16A 

Snabdevanje
Supply 
(v/Ph/Hz) 

230/1/50 230/1/50 230/1/50 400/3/50 400/3/50 400/3/50 400/3/50 400/3/50 

Maksimalni kapacitet
Max capacity 
(A) 

3 10 16 2 4 6 10 16 

Zaštita
Protection 
(IP) 

54 44 44/22 (*) 44 44 44/22 (*) 44/22 (*) 44/22 (*) 

Dimenzije
Dimensions 
(AxBxH) mm 

230x210x160 370x500x190 400x700x220 370x500x190 370x500x190 400x700x220 400x700x220 400x700x220 

Težina
Weight 
(Kg) 

7 16 28 16 21 30 40 50 

N° of controlled  
diffuser max. 1 pz/pcs max. 4 pz/pcs max. 7 pz/pcs max. 2 pz/pcs max. 5 pz/pcs max. 7 pz/pcs max. 12 

pz/pcs 
max. 20 pz/pcs 


